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ft of length for each foot difference in 
height. 

§ 45.125 Crew passageways. 

The vessel must have means for pro-
tection of the crew from boarding seas 
such as life lines, gangways, and 
underdeck passages to facilitate pass-
ing between their quarters and machin-
ery spaces and other spaces essential to 
the operation of the ship. 

§ 45.127 Position of structures, open-
ings, and fittings. 

For the purposes of this part— 
(a) Position 1 means in an exposed po-

sition on— 
(1) The freeboard deck or a raised 

quarter deck; 
(2) A superstructure deck or a trunk 

deck and forward of a point 1⁄4 L from 
the forward perpendicular; or 

(3) A trunk deck whose height is less 
than Hs. 

(b) Position 2 means— 
(1) On a superstructure deck aft of a 

point 1⁄4 L abaft the forward perpen-
dicular; or 

(2) On a superstructure and trunk 
combination, that is Hs or more n 
height, aft or a point 1⁄4 L abaft the for-
ward perpendicular. 

§ 45.129 Hull fittings: General. 
Hull fittings must be securely 

mounted in the hull so as to avoid in-
creases in hull stresses and must be 
protected from local damage caused by 
movement of equipment or cargo. 

§ 45.131 Ventilators. 
(a) Ventilators passing through su-

perstructures other than enclosed su-
perstructures must have coamings of 
steel or equivalent material at the 
freeboard deck. 

(b) Ventilators in position 1 must 
have coamings at least 30 in. above the 
deck and ventilators in position 2 must 
have coamings at least 24 in. above the 
deck. The Commandant or the assign-
ing authority may also require 
coamings in other exposed positions. 

(c) Ventilators in position 1 or 2 to 
spaces below freeboard decks or decks 
of enclosed superstructures or trunks 
must have coamings of steel perma-
nently connected to the deck and any 

ventilator coaming that is more than 
36 in. high must be specially supported. 

(d) Except as provided in paragraph 
(e) of this section ventilator openings 
must have weathertight closing appli-
ances that are permanently attached 
or, where approved by the Com-
mandant or the assigning authority 
conveniently stowed near the ventila-
tors to which they are to be fitted. 

(e) Ventilators in position 1, the 
coamings of which extend to more than 
12.5 ft above the deck, and in position 
2, the coamings of which extend to 
more than 6 ft above the deck, need not 
have closing appliances unless specifi-
cally required by the Commandant. 

§ 45.133 Air pipes. 

(a) Where an air pipe to any tank ex-
tends above the freeboard or super-
structure deck— 

(1) The exposed part of the air pipe 
must be made of steel and of sufficient 
thickness to avoid breaking from im-
pact of boarding seas. 

(2) The air pipe must have a perma-
nently attached means of closing its 
opening; and 

(3) The height from the deck to any 
point where water may obtain access 
below deck must be at least 30 in above 
the freeboard deck, 24 in above raised 
quarter decks, and 12 in above other su-
perstructure decks. 

(b) If the height required in para-
graph (a) of this section interferes with 
working the ship, the Commandant 
may approve a lower height after con-
sidering the closing arrangements. 

§ 45.135 Hull openings at or below 
freeboard deck. 

Closures for hull openings at or below 
the freeboard deck must be as strong as 
the structure to which they are at-
tached and must be watertight. 

§ 45.137 Cargo ports. 

(a) Unless otherwise authorized by 
the Commandant, the lower edge of 
any opening for cargo, personnel, ma-
chinery access, or similar opening in 
the side of a ship must be above a line 
that is drawn parallel to the freeboard 
deck at side and has as its lowest point 
the upper edge of the uppermost 
loadline. 
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